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Oxidized 
Periodate oxidation . 
Structure 
Swelling temperature 
Tub sizing, use in 
Waterproofing with urea-for- 
maldehyde resins ...... 
Starch specks, test bed Sebax bicenss 
Steam power, 
STEVENS, C 
zation of pape ARLES. 
STORIN, GORDON K. ‘Se Cas- 
ciani, Ferri. 
Straw 
Extractive-free, preparation of 
Great Britain, use in 
Suction press 
Sulphate black liquor, analysis. . 
Sulphate green liquor, analysis. . 
Sulphate pulp 
Gumwood, bleaching ...... ry 
Hybrid poplars 
Sulphate white liquor, analysis. . 
Sulphite cooking acid 
Calcium base 
Calcium-sodium base .. 
Heat transfer coefficient. . 
um base 
Sulphite process 
Combined sulphur dioxide, ef- 
fect of 
Pulp yields, effect of base.... 
Sulphite pulp 
Alkaline purification, rate of.. 
Alpha-cellulose content, effect 


of pH in bleaching 167, 261, 268 


Ash content, effect of pH 


in 
bleaching oes, 259, 268 


Beating time, effect of pH i 


bleaching 169, 258, 267 


Bleachin; 
Brightness, relation to. 
Hydrogen-ion coacentra- 
tion in 
Single stage 
wearne time, relation of 


Bursting strength, effect of 


pH in bleaching 166, 258, . 


Calcium base 
Chlorine requirements, relation 


of pH 165, 258, v $66 


Ether extractives 
Fading characteristics, effec 


of pH in bleaching 167, 257, 268 


Iron content during stage 
bleaching 

Methylcellulose, effect of 

Permanganate number, effect of 
cookii 

Sodium 

Tearing sasletanon, 


pH in bleaching .166, 258, 267 


Viscosity, effect of alkaline 
purification 

Weirs, flow over 

Yield, relation of permanganate 


num 
Sulphite waste 
= review 
Sulphu 
Sulphate black liquor, determi- 
nation in 
Sulphate white and green li- 
quors, determination in 
Surface ers ke of pa = test for 
SUTTON, GLEN pee ion 
— system = ave 


chin 
SWAIN, PHILLIP W. 
teamwork for victory 
Synthetic resin b 
Synthetic resins 
Plasticizers 
Reclaimed rubber, | use a 
Rubber latex, extender for.. 


166, 259, 267 
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TAFT, PHILIP B. Use of urea- 
formaldehyde resins for water- 
proofing starch used in corru- 
gated and solid fiberboard pro- 
duction 

Tall oil, composition 

TAPPI. Analysis 
black liquor 

Analysis of sulphate white 
and green liquors. 
Bleach requirement of pulp 
. Determination of sodium 
by the uranyl zinc acetate 
method 
. Drainage time and drainage 
factor of pulp 
Fiber composition of paper 
. Forming handsheets for 
physical tests of pulp......... 
Hydrogen ion concentra- 
tion of paper extracts 
. Physical testing of pulp 
handsheets 
. Preparation of extractive- 
free wood 
Sampling and preparing 
wood for analysis 
Stretch of paper and 8 
perboard 
Surface wettability of pa- 
per (angle-of-contact method).. 

; Wax test for surface 
Strength ‘OF penal. . ceccccccscs 
Wet tensile 

strength of paper 
Wire and felt sides of 


Fundamental Research 
Committee, review : 

TAPPI Standards 
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Tartaric acid, effect on ethanol de- 
lignification 
Test liner, effect of diatomaceous 
GREEN rec cscvevcvecscdeneuwecté 
Thiolignin, colored materials in.. 
TIGER, HOWARD t and GIL- 
WOOD, MARTIN E. Spiractor 
—new sludgeless cold lime-soda 
water softener 
Titanium dioxide 
Aqueous dispersions 
Particle size distribution 
eo properties 


Stru 
TONGREN, {oun C. See Par- 
sons, John L. 
Triethanolamine 
Delignification of aspen 
Ethanolamine delignification, 
effect on 
Tub sizing 
Difficulties 
Starch for 
Turpentine from wood....... e6eee 
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Uranyl zinc acetate reagent for 
sodium : 
Urea, effect on ethanolamine de- 
lignification 
Urea-formaldehyde resins 
Dextrin, waterproofing of 
Production 
Starch, waterproofing of 
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VAN DEN AREER, ¥ 
ROOT, CARLETO a 
WINK, WILMBR A. Multiple- 
specimen Neenah expansimeter. . 

Variable angle surface illuminator. 

Yow G. P. See Brennan, 


Vinyl acetate resins 
una N rubber, use with 
Paper, use 
Rubber, extended for 
Viscose silk sheets, effect of fiber 
length 
Viscosity vs. head loss of pulp.... 
VOGT, FRANK W. See Petho, 
John A, 
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War problems, research needed... 
Water . 
Alum coagulation, 
chlorine . 
Bacteria, effect of chlorine.... 
Bacterial content 
Biofouling 
Chlorination 
Color removal by chlorine.... 
De-acidite_ process 
Film coefficient 
Heat transfer coefficient 
Hydrogen sulphide, source oe 
Iron, dissolved, stability of. 
Iron’ removal b chlorine 
Lubrication of bearings, with. 
Manganese removal by chlorine 
Microbiological deposits ...... 
Minerals, removal of 
Process, bacterial content 
Pulp washing, effect on 
Silica removal 
United States, analyses and 
hardness map 


Water pipe lines, fouling of.. 
Water softening 
Lime-soda process 
Spaulding precipitator 
Spiractor 
Water purification 
Filter beds, rotary surface 
washers 
Spaulding precipitator........ 
Spiractor 
Zeolites 
Waterproofing 
Waxes from wood. 
Weight factors of pulp ps. 
Weirs, flow of sulphite o over. 
WELLS, _ SIDNEY 
SCHELHORN, Ye Dneittd 
B. Sequence in multistage 
bleaching of kraft 
WENDLER, A. F. Conservation 
of metal and rubber by cellulose 
sheetings 
WEST, CLARENCE J. 
States patents 
Western larch, delignification 


White oak, delignification 

White water, bacterial content. 

WHITNEY, ROY P. and Mc- 
NITT, JAMES D. Flow of sul- 
phite pul Sues over weirs. 

WINK, TLME A. See Van 
den Alker 

WISE, “" Ses Bloom, Philip. 

Wood’ 


Extractive-free, preparation of 
Grinding and screening for an- 
alysis 
Monoethanolamine, extraction 
with 
Sampling for analysis........ 
Wool, identification of 
Wrapping and sealing machine for 


Zeolites 
Flow diagrams for water treat- 
ment . 
Water purification with 





